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IMPORTANT NOTICE. 



Since issuing this Catalogue, we have made the following 
changes in the construction of our Sliding Blinds : 

Springs are now placed on right hand side of each section 
only. Guide-ways are made with flat grooves on left side and 
deep grooves on right side (see Detail Sheet No. 1). Blinds can 
now be taken from window by pressing same toward right side. 
Do not cut the Guide ways as shown on page 28, it being now 
unnecessary to do this. 

Springs are similar to those shown in Catalogue, and can be 
regulated so as to be of the exact power required to operate the 
blinds. Full directions accompany each shipment- 

Instead of Guide ways shown on pages 25, 26 and 27, use 
Detail Sheet No. 1, enclosed herewith, and order therefrom. 
Blank orders will be furnished, which should be properly filled 
out. 

We guarantee our Sliding Blind, as now finished, to give better 
satisfaction than any other Sliding Blind in the market. 

A second edition of Catalogue will soon be issued, with full 
explanation, testimonials and list of agents. 

WILLIAM WILLER, 

0 + , Milwaukee, wis. 

September 1st, 1885- 



William Willer, 



WHOLESALE MANUFACTURER OF 




Rewels, 
Railing, 

Balusters, 

«W And all kinds of Exterior and Interior 1 ^ 
Finished Wood -Work for Buildings. 



We pay special attention to furnishing the Interior 
Hardwood Wood-Work, such as Doors, Blinds, Casings, 
Wainscoting, Stairs, Floors, Mantels, etc., of Fine Resi- 
dences and Puhlic Buildings, for the execution of 
which work we possess the best facilities, stock and 
workmen. Our work in this line enjoys a good repu- 
tation over a large territory. 
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Inside Window Blinds 

Are an important feature in every modern house and home j they afford convenience 
and comfort to its occupants, exclude light, sun, heat and cold, and impart to the 
building a highly ornamental and finished appearance, both in its interior and exterior 
arrangements. They, in fact, form part of the furniture of the house, and too much 
care cannot therefore be exercised in selecting that style or system of Blinds which 
adds most to its general qualities and efficiency as a Window Blind. Blinds should be 
made of the best of materials, and embody in its make-up the best of workmanship and 
finish, be neat in appearance and convenient in its operation and accessibility. 



Folding Blinds. 

Considerable fault is urged against the Inside Folding Blinds now ordinarily in 
use. These are generally made in four folds, each fold hung to each other upon hinges, 
and therefore subject to rattling and sagging in course of time. When opening the 
folds, curtains and lambrequins, hanging near the window, are liable to be torn, and 
articles lying upon the window sill are often thrown upon the floor. Curtains, to be 
out of the way when opening the Blinds, must be hung so far into the room and from 
the window that the whole arrangement looks clumsy and out of taste. 
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Folding Blinds—Continued. 

When pockets are made at each side of the window-frame to receive the Blinds, 
they often cost as much and more than the Blinds, use considerable space and form 
a receptacle for dust and dirt, besides being unsightly. When the ordinary rolling 
slats with rod are used, the slats are generally unmanageable and do not remain in the 
position they should, to exclude the direct rays of the sun and still admit light, as the 
weight of the rod draws the slats down to one side. Painters and varnishers often add 
to the bad qualities of the slats in this respect by careless varnishing. 



THE SO-CALLED 

Rolling and Venetian Blinds 

Cannot in reality be classed among Window Blinds proper. They are more of a cur- 
tain or shade, and lack the principal qualities of a Window Blind. As a curtain 
merely, they are too expensive. 

The chief quality of an Inside Window Blind, among others, should be that light 
can be admitted to the room from any and every part of the window, top or bottom, 
and that that light, at certain times, may be admitted without at the same time giving 
access to the direct rays of the sun, which are injurious to fine upholstery and carpets. 
This advantage can only be had of Blinds, wholly or in part, fitted with Rolling Slats. 
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Sliding Blinds in General. 

The chief feature of the Sliding Blind, as compared with Folding Blinds, is, that 
it slides up and down in the window the same as a sash, being generally balanced by 
springs attached to the sides of each section of the blind. There is no sagging or 
banging or folding in and out ; is easily managed ; out of the way of plants, flowers, 
or other articles upon the window sill, and does not interfere with curtains or lambre- 
quins. These can be hung as close to the window as desired. 

All forms of Sliding Blinds have the above points in common. 



Other Styles of Sliding Blinds. 

We do not claim to be the sole manufacturers of Sliding Blinds in general, nor do 
we advertise our Blinds as " THE " Patent Sliding Blind, or The k ' Patent" Slid- 
ing Blind, as we have seen some parties doing, and thereby misleading the public. 
All other Sliding Blinds offered the public, however, so far as we had occasion to ex- 
amine them, are of an unfinished, incomplete character, mainly brought out with a 
view to cheapness, and lacking every quality of comfort, convenience and durability. 
For comparison, we enumerate some of the principal defects we found : 

They are made very thin, y% of an inch and less, so thin, in fact, that they do 
not admit of mortise and tenon joints, without which they lack durability. 

They have the ordinary rolling slats, with rod, and these in one section only, 
all other sections having stationary or immovable slats. 

Whenever the sash is to be taken from the window for cleaning or repairs, all the 
blinds, and the sliding strip that holds them, must be removed first. 

The spring is only an ordinary piece of band steel, and by friction against the 
sliding strip, mars and discolors the face of same. 
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Willers Patent Sliding Blinds. 

In addition to the advantages that all Sliding Blinds have in common, as enumer- 
ated on former page, Ulillnfs Patent Sliding Blinds, among others, have the 
following : 

They are made S/% inch thick, have mortice and tenon joints, and are as durable 
as any Blind made. 

Rolling Slats can be had in any or all sections, thereby giving access to partial 
light at whatever part of the window you wish to obtain same from. The slats are 
operated by an improved method, without the rod in front of the slats. 

This arrangement is the most inexpensive, simplest and neatest in existence. 
Light can be admitted to the room, without at the same time allowing the rays of the 
sun to enter. The slats remain in any position they are previously placed in, of their 
own accord. The spring has a wooden attachment which bears against the wooden 
sliding strip containing the different sections of blinds, leaving no marks or chafes, nor 
discoloring the face of the wood. 

The sash can be taken out of the window, to be cleaned, repaired, etc., without 
removing the blinds or the sliding strip holding the blinds. 



All of the above features, which are very important, can be had only of 

WILLER'S PATENT SLIDING BLIND, 



AS MANUFACTURED BY US. 



WILLER'S PATENT SLIDING BLINDS. 



To suit the various requirements, and show the different forms of adaptability of 

Wilier s Patent Sliding Blinds, 

We have divided the same into the following 

classes: 

CLASS A. — Composed of four sections in height; sliding strip has four separate 
grooves, each section running in one of the grooves. A recep- 
tacle at the top of the window-frame, made specially for the pur- 
^tou* 8 1)0se ' receives a11 tlie different sections, leaving the window entirely 

unobstructed. The Sliding Strips or Guide-Ways extend to the 
top of the receptacle. 

CLASS B. — Composed of four sections and four grooved Guide- Ways, same as 
above, but no receptacle at top. All four sections slide one be- 
See Pa&eH j^^j eac j 1 otner) leaving three-quarters of the window unob- 

12 to 17. 

structed. 

CLASS C. — Composed of three sections and Guide- Ways with three grooves, 
see Pages A11 three sections slide behind each other, leaving two-thirds of 

18 10 21, the window unobstructed. 

CLASS D. — Composed of four sections and Guide-Ways with only two grooves. 
See Pages Two sections slide in one groove — one-half of the window unob- 

22 and 2S ' structed. 



CLASS E. 

See Page 24. 



, — Composed of two sections and sliding strip with two grooves. Used 
for small windows. 
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CLASS A. 

The Blinds of this class are specially designed for use in the higher priced build- 
ings and dwellings, especially brick buildings, where all the comfort and convenience 
attainable is desired. The Blinds are made in 4 sections, and the window frame is 
previously made with a box or receptacle at its top, so that all sections, when desira- 
ble, can be moved up into this box and wholly hidden from view, leaving the window 
entirely clear. The additional cost of a window frame of this character is trifling. 

Being of 4 sections, and having a sliding strip of 4 grooves, also needing some 
space to plaster or cover up the box at the top, the wall must be of the required thick- 
ness, or some boxing-out may be done on the inside. We have put up these blinds in 
houses with 13 inch (and thicker) brick walls ; also in frame houses with 2x6 stud- 
ding, and brick veneered buildings with 2x6 studding. 

Full sized details, showing how the frames should be made for above, will be 
furnished to any person upon application, by giving size and thickness of wall, and 
other necessary information. Some details on a smaller scale are shown on pages 36 
to 39. 

By way of suggestion we would say that the Blinds of this Class may be used for 
the windows of the main rooms, as Parlor, Sitting Room and Dining Room, and 
Blinds of Class B or C for the balance of windows. 



WILLER'S PATENT SLIDING BLINDS. 
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CLASS A. 
4 SECTIONS. 4 GROOVES. 

WITH BOX AT TOP. 



Showing one form of how the top part may be finished. 
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CLASS A. 

On opposite page we show how light may be admitted to the room from whatever 
portion of the window desired, by moving the different sections in their respective 
places. 

Stop-Buttons are provided for each section, so they cannot be moved further 
down than necessary. When all blinds are in the top box, to close the window, the 
fourth section is drawn down to the window sill first, then the third section, second 
section and first section last, each stopped at its proper place by the Stop-Button. The 
movable Handles to draw down the blinds are specially made for this Blind and ad- 
mirably suit their purpose. (See page 29.) 

With each set of Blinds we furnish six Stop-Buttons, four movable Handles, two 
Sliding-Strips of proper length, eight Finger-Plates and sixteen Springs. These are 
further explained and illustrated on the following pages. 

The Springs, Handles and Plates we attach to each section of the blind, and if 
correct sizes are given when ordering, no fitting of any sort will be necessary. The 
blinds are finished complete by us, filled and finished in oil, ready for use when set in 
window. 
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CLASS B. 

These Blinds are also made in 4 sections, and have guide- ways of 4 grooves. 
They are in all respects the same as described in Class A, except that they have no 
box or receptacle' provided for their reception above the top of the window. All 4 
sections slide to the top of the window, one behind each other, one-quarter of the 
window being at all times covered by the Blinds. They are recommended for the 
same class of buildings as Blinds of Class A, and for large windows generally. 

There are no Stop- Buttons provided with these Blinds, as it is desirable to move 
each and every section into whatever position one may choose. To explain : If the 
lower half of the window is to be closed and the upper half is to be open, all 4 sections 
must be drawn down, and stop blocks would be of no use; whereas in Class A, the 
3d and 4th sections need only be drawn down, and the other two left in the box, to 
produce the same effect. 

With these Blinds we furnish the 2 Sliding-Strips, 16 Springs, and 4 movable 
Handles, also the 8 Finger Plates (2 for each section), to lift up the different sections 
by when they are drawn down. 



WILLER'S PATENT SLIDING BLINDS, 
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CLASS B. 



4 SECTIONS. 4 GROOVES. 

NO BOX AT TOP. 
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Arrangement of Panels and Slats. 

As we have previously remarked, our Blinds admit of Rolling Slats and Panels 
being used in whatever section one may desire. 

Inside Blinds, aside of being useful, are also an ornament to every home, and in 
arranging for Panels and Slats the symmetry of same should be closely observed and 
the whole laid out in due proportions. Our Blinds are the only Sliding Blinds in the 
market by which the above can be accomplished. With each class of Blinds described 
in this book, we show cuts illustrating the above. 

For ordinary windows, with four sections of blinds, styles Nos. i and 2, page 16, 
are the most used. For three sections of blinds, style No. 41, page 21, meets with the 
most favor. 

We do not put any stationary or immovable, stuck-together slats in any of the 
sections, as we consider the panel, placed at its proper position, much handsomer, 
more practical and easier to take care of. 
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NO. 1. NO. 2. 

% Panels, % Slats. l / 2 Panels, l / 2 Slats. 



NO. 3. 

All Slats. 



FOR ORDINARY WINDOWS. 
4 SECTIONS WIDE. 
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ODD 



10 



DID 



DID 
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NO. 5. 

5-6 Panels, l /$ Slats. 



NO. 6. 

% Panels, Slats. 



NO. 7, 

All Slats. 



FOR MEDIUM WINDOWS. 

3 SECTIONS WIDE. 
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DQDIO 



NO. 4. 

}4 Panels, % Slats. 



00 



ODD 



NO. 8. 

Yz Panels, y 2 Slats. 
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% Panels, % Panels, 
X Slats. % Slats. 
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NO. 11. 
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DO 



NO. 12. NO. 13. NO. 14. 

y 2 Panels, % Panels, % Panels, All 
y 2 Slats. y 2 Slats. y 2 Slats. Slats. 

FOR VERY NARROW WINDOWS. 

2 SECTIONS WIDE. 



00 



DD 



1 
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NO. 15. 

All 
Panels. 



ARRANGEMENT OF PANELS AND SLATS. 
Classes A and B. 
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NO. 16. 

5-6 Panels, 1-6 Slats. 
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% Panels, % Slats. 
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NO. 18. 
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NO. 19. 

y $ Panels, % Slats. 
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NO. 20. 

U Panels, U Slats. 



NO. 21. 

All Slats. 



For very Widk Windows — 6 Sections Wide. 



ARRANGEMENT OF PANELS AND SLATS, 
Classes A and B. 



OBDEB IS "ST 2T TJT MB B B,_ 
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CLASS C. 

This class is composed of three sections in height and Sliding-Strip with three 
grooves, no box at top. This class is the most desirable for all ordinary and medium 
dwellings. Does not require as much room for Sliding-Strip as Class B Blinds, and 
is admirably suited for all windows of medium size. We put them largely into frame 
houses with 2x4 studding and 2x6 studding, also brick veneered houses of 2 x 4 
and 2x6 studding. 

In frame buildings with only 2x4 studding, space for Blinds is necessarily small. 
We have, however, devised means of introducing the three-grooved strip and main- 
taining the full thickness of our Blinds, (for the sake of durability) by projecting the 
Sliding-Strip forward of the casing and applying a moulding to cover the corner and 
support the Sliding-Strip. See details page 36. This moulding also adds to the 
finish of the casing, and is furnished free of cost by us, when desired and so 
ordered. The inside casings may also be boxed out the required distance to admit 
the Sliding-Strips, as shown by the Details of Frames, page 37. 

The Blinds of this class also include 2 Sliding-Strips of proper length, 12 
Springs, six Finger- Plates and 3 movable Handles. 
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CLASS C. 

3 SECTIONS. 3 GROOVES. 



20 WILlER'S patent sliding blinds. 








CLASS C. 

3 SECTIONS. 3 GROOVES. 



Showing the variety of positions obtainable by moving the different sections. 
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NO. 40. NO. 41. NO. 42. NO. 43. 

5-6 Panels, j4 Slats. y 2 Panels, ]/ 2 Slats. All Slats. %' Panels, % Slats. 

FOR ORDINARY WINDOWS. 

4 SECTIONS WIDE. 




NO. 44. NO. 45. NO. 46. NO. 47. 

8-9 Panels, 1-9 Slats. % Panels, ^ Slats. All Slats. % Panels, % Slats. 

FOR MEDIUM WINDOWS. 

3 SECTIONS WIDE. 
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NO. 48. NO. 49. NO. 50. NO. 51. NO. 52. NO. 53. NO. 54. 

5-6 Panels, 5-6 Panels, y 2 Panels, U Panels, % Panels, All All 
/ 6 Slats. yc Slats. y 2 Slats. y 2 Slats. . % Slats. Slats. Panels. 

FOR VERY NARROW WINDOWS, BAY WINDOWS, Etc. 

2 SECTIONS WIDE. 



ARRANGEMENT OF PANELS AND SLATS. 

CLASS C. 

Order "by iT-u.m."ber, 
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CLASS D. 

This class of Blinds has four sections in height, and a Sliding-Strip with only two 
grooves, two sections running in each groove. 

All the four sections can be placed either at the top or bottom half of the win- 
dow, one-half of the window always being closed. The Sliding-Strip, having but 
two grooves and being narrow, requires but very little space in the window frame. In 
an ordinary frame building of 2 x 4 studding, the front edge of the Sliding-Strip is in 
a line with the face of the inside casings, whereas in Class C Blinds it is projecting 
some beyond the face of the casings. See details pages 36 and 37. 

For convenience and general usefulness, however, the Blinds of Class C are pre- 
ferable to this class, except where economy in space is desirable, or where other 
reasons may suggest its use. 

In general appearance the Blinds, when closed, resemble those of Class B, as 
shown on page 13. With this Blind are furnished the slides, and the necessary 
springs, handles and plates, complete. 

On the following page are shown the different positions that can be obtained 
from this class of Blinds. 

For arrangements as to panels and slats, see Classes A and B, pages 16 and 17. 
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Showing the variety of positions obtainable by moving the different Sections, 
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CLASS E. 



2 SECTIONS. 2 GROOVES. 

FOR SMALL WINDOWS. 
In Halls, Pantries, Closets, Bath Rooms, Etc. Bottom or Top half of the 
Window can be opened. 



NO. 75. 



NO. 76. 



NO. 77. 



□ 



DID 



NO. 78. 



ARRANGEMENT OF PANELS AND SLATS. 



Can also be Ordered All Panels. 



NO. 79. 



WILLER'S PATENT SLIDING BLINDS. 



25 




FOR NEW WINDOW FRAMES. 



The above cuts show our improved system of applying the Sliding-Strips. In all 
new houses, where the introduction of our Blind is desirable, we would advise that 
the frames should be made so as to apply the strips as above. It is only necessary 
that the jambs be rabbeted as above, or, if false jambs or linings are used, to set them 
back from the face of the regular jamb, as above shown. See details of frames. 

The advantages of this system are very -important. The window-stop can be 
removed from the window, and also the sashes, without removing the slides or Blinds, 
and the Blinds can be removed, without interfering with the sash. Each is held m 
place independently of the other. 
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B 1 

FOR OLD FRAMES. FULL SIZE. 

The above cuts show, how we apply the Sliding-Strips to windows of old 
houses, or to window-frames already made the regular way. We furnish the Sliding- 
Strip, and also the window -stop, with the Blinds. The window-stop can be ordered 
of any width desired. The window-stops may be ordered ahead of the Blinds, when 
the sash are being fitted to the house, and the Sliding-Strip can be placed in position 
with the Blinds at a later time, or, the sash may be fitted with temporary stops, until 
the Blinds are to be set in, 
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C 1 

FULL SIZE. 

SLIDING-STRIPS OR GUIDE-WAYS 

FOR OLD FRAMES. 



In the above we only show a different form of Window- Stop from the former. 
This window-stop is also made of any width desired. 
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This page illustrates our system of 
removing the Blinds from the window. 
Move all sections to the bottom of the 
window, then cut the sliding-strip with 
a fine saw, diagonally across, about 
an inch above the sections, as shown 
in cut. (Cut only the left-hand strip.) 
By removing this small end of the 
strip, all the sections can be taken 
from the window with same. The 
balance of the left-hand and the whole 
of the right-hand sliding-strip are per- 
manently fixed to the window frame. 
The small end to be fastened with a 
few screws. The above, of course, 
should be done when originally fitting 
the strips and Blinds. 

By cutting the Sliding-Strip, as 
above directed, it obviates the necess- 
ity of removing the whole entire strip, 
whenever you wish to take off the 
Blinds ; only the short end of the strip 
needs to be unscrewed and removed 
to accomplish that purpose. 




de-ways 




The above cut shows the application of the Springs and Movable Handles to 
each section. 

Below are shown full size cuts of our Patent Spring and its application. 
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OUR SYSTEM OF OPERATING THE SLATS 

Without the Rod in front of same. 

Patented Feb. 10, 1885. 

The small connecting rods are made of best pen steel, 
and fastened with steel pins. When in use they are almost 
invisible. The slats remain in any position desired, without 
the use of slat-fasteners. We guarantee this system stronger, of 
easier motion, and of better appearance than the rod and 
staple system now in general use on common blinds. 



■Hi 
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NO. 2. 

MOULDED. 



NO. 3. 

MOULDED AND 
CHAMFERED. 



NO. 4. 

CHAMFERED. 
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WINDOW PULL RODS. 

These Rods consist of a handsomely-turned stick of wood, with a 
bronzed cast-iron hook attached at one end. They are used in drawing 
down the upper sash in a window. 

They are also of excellent service for drawing down the different sec- 
tions of Blinds, especially for large windows. 

One of these Rods should be in every room of a house, for either or 
both of the above purposes, and hung at a convenient place, say at the side 
of the window casing. 

PRICE LIST. 

Highly Polished and Finished. 





3 ft. long. 


4 ft. long. 


5 ft. long 


Oak, Ash, Butternut, Gum wood or Birch, 


5° c - 


65 C. 


75 c - 


Cherry or Walnut, 


6o c. 


75 c 


90 c. 


Mahogany, - 


75 c - 


90 c. 


$1.00 
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Construction of Window Frames. 

There is no particular form of window-frame necessary in arranging for our Slid- 
ing Blinds, only that there should be enough space for the proper application of what- 
ever Sliding Strip it is intended to be used. 

The particular style prevalent in certain localities and with many builders and 
architects, may be followed the same as heretofore. 

On pages 25, 26 and 27, we have shown the full size of our Sliding-Strips. 

Architects and Builders will be able to make their own details therefrom, and 
construct the window-frame so as to properly admit the Sliding-Strip. This can be 
done in various ways, and Architects will follow their own tastes and desires in this 
matter. 

On the following pages, 36, 37, 38 and 39, we show several different more or less 
desirable forms of how the window-frame may be constructed, and the proper Slid- 
ing Strips applied. Full size details of any of these furnished upon application to 
Builders and others interested. We show only a few different styles on the following 
pages, and these may be varied and changed to suit. 

In all cases, where new frames are being made for new buildings, they should be 
so constructed as to admit the Sliding-Strips, shown on page 25 (A 1, A 2 and A 3), 
being used, by rabbiting the jamb or setting back the jamb-linings the proper distance. 
This will not add to the cost of frames, nor make any material difference, if no sliding 
blinds should afterwards be used, but adds much to the convenience of the blind and 
window as elsewhere explained. 
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CLASS C. CLASS C. 



QUARTER -SIZE DETAILS 

For Frame Buildings, with 2x4 Studding. Also, Brick Veneered^Buildings. with 

2x4 Studding, 
SHOWING CASINGS BOXED OUT. 




CLASS B 



CLASSIC. 
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OUTSIDE CASING 



SHEATHING 




LATH 



PLASTER 



INSIDE CASING 



> 



SASH 



BLIND 



BLIND 



If BLIND t 

r " 



SHEATHING 



OUTSIDE CASING 




LATH 



PLASTER 




CLASS C. 



INSIDE CASING 

CLASS B 




QUARTER -SIZE DETAILS 

For Frame Buildings with 2x6 Studding j also Brick Veneered Buildings with 2x6 

Studding. 



No.03 



OUTSIDE CASING 



SHEATHING 



0 

x g 



PLASTCf? 



SASH 



BLIND 



BLIND 



BLIND 




Section of Frame for Class A. 
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SECTION THROUGH TOP, NO BOX 




SECTION THROUGH TOP WITH BOX 



CLASSES A or B. 

Section of Box Frame for Brick Building. 
ONE-QUARTER FULL SIZE. 



4.0 
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Material and Finish. 

We furnish all our Patent Sliding and Folding Blinds finished complete. 
No Blinds will be furnished unfinished, as it is to our interest to see that they are 
well finished. 

Ordinarily, Inside Blinds are furnished by the factories unfinished, and the con- 
tractor for the painting, etc., varnishes the blinds in the house. 

We pay particular attention to the finishing of our Blinds, and having experienced 
men specially employed for this purpose continually, claim we can do better work at 
less price than the average painter. 

All our blinds are made to order only, of any material and finish desired. 

Following are some of the varieties : 

Selected White Pine, finished and polished natural color. 

Selected White Pine, stained in imitation of cherry or mahogany, and polished. 
Selected White Pine, with panels and slats of Gum wood, Cherry or other 
hard wood, finished and polished natural color. 

Black Birch, finished and polished natural wood. 

Black Birch, stained in imitation of mahogany, and polished. 

Red Oak, finished and polished natural color. 

White Or Black Ash, finished and polished natural color. 

Butternut, finished and polished natural color. 

Cherry, finished and polished natural color. 

Maple, finished and polished natural color. 

Chestnut, finished and polished natural color. 

Sycamore, finished and polished natural color. 

Walnut, finished and polished natural color. 

Cuba Mahogany, finished and polished natural color. 

St. Domingo Mahogany, finished and polished natural color, 
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WHEN ORDERING 
Willers Patent Sliding Blinds 

Give exact width and height for each set of Blinds. Width to be measured between 
the jambs of the window frame, where the Sliding-Strips are to be placed; we allow for 
the thickness of the Sliding-Strip in making the Blinds. Height to be measured from 
the top of the window-sill to the underside of the top jamb. 

Give style and number of Sliding-Strip, and width of window-stop wanted. 

State kind of wood and finish wanted. 

Name class of Blinds and give No. pertaining to arrangement of Panels and 
Slats. 

State quality of trimmings, whether Berlin Bronze (usually supplied with gen- 
eral orders) or Nickel Plate, are wanted. 

If any of the details described by us are used in the construction of the window- 
frame, state its No. 

If you follow your own details, send us copy of our part of same. We furnish the 
sliding-strips, the window-stop and the moulding supporting the sliding-strip, when so 
wanted, finished complete, with each set of Blinds). 

For the convenience of our customers, we furnish printed Order Blanks, which 
should be properly filled out. 



WHEN ORDERING 

Willers Patent Folding Blinds 



Give exact width and height, number of folds, kind of wood and finish, and ar- 
rangement of Panels and Slats, by No, 
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WILLER'S PATENT SLIDING BLINDS. 



DIRECTIONS FOR FITTING 

Our Sliding Blinds. 

Each section of Blind comes finished complete, springs and trimmings attached. 
If correct width has been given in order, no fitting or joining will be necessary. 

Screw the Sliding-Strips at their proper places to the window-frame, previously 
cutting the left-hand strip, as described on page 28. 

Slide the different sections into the grooves from below, before screwing in the 
small piece of sliding strip. 

Should the sections be a trifle too wide to work with ease, take off the springs and 
a few shavings from the sides of each section. 

The springs are calculated to just balance the blinds ; should they however be 
too weak, they may be strengthened by placing a piece of steel, a few pieces of 
which we always send with the Blinds, under one or as many of the springs as neces- 
sary, making a double-acting spring. If springs work too hard, they can be made to 
run easier, by taking off a little of the wood under and supporting each spring. 

When fitting the Blinds, see that they work easily up and down, of sufficient 
power, however, to remain in any position, and they will always work to satisfaction. 

Note. We purposely furnish four springs to each section (one on each corner), and not two 
springs for one side only, as furnished by others, as the four springs balance the sections more per- 
fectly, the power being evenly distributed. 
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PRICE LIST 

OF 

Wilier' s Patent Sliding Blinds. 



SUBJECT TO CHANGES WITHOUT NOTICE. 



White Pine, natural color, 


55 


c. per square foot. 


" stained Cherry or Mahogany, - 


55 


tt 


u 


" with hardwood slats and panels, 


65 


a 


H 


Black Birch, natural color, 


85 


a 




" stained Mahogany, - 


85 


a 


a 


Red Oak, natural color, 


85 


a 


a 


White or Black Ash, natural color, 


85 


a 


a 


Butternut, natural color, 


85 


u 


i. 


Maple, 


85 


u 


a 


Chestnut, 


85 


a 


a 


Sycamore, " - - 


85 


<< 


u 


Cherry, 


90 


tt 


a 


Walnut, 


95 


tt 


tt 


Cuba Mahogany, natural color, - 


- 1.25 


it 


a 


St. Domingo Mahogany, natural color, 


i. 5 o 


a 


a 



The above prices include the Slides and Stops and Rubbed Finish for all. 
Berlin Bronze Trimmings are furnished with all Pine Blinds, and Nickel Plate Trim- 
mings with all Hardwood Blinds. Nickel Plate Trimmings can be had for Pine 
Blinds at 50c per window extra. 

If only ordinary finish is wanted, one coat Filler and two coats Varnish (not 
rubbed) for Pine Blinds, deduct 5c per square foot from above prices. No Blinds, of 
whatever size, will be charged for at less than 12 square feet. 

See comparative cost of Blinds on page 48. 

Prices of Folding Blinds furnished upon application. 



WILLER'S PATENT SLIDING BLINDS. 



Agents and Samples. 

It is our aim to establish Agencies in all larger cities, where purchasers can see 
our Blinds in practical operation, and where all details connected with same will be 
attented to by our agents. 

If parties receiving this Catalogue from us direct, will inform us, we will advise 
them of our nearest agent, if we have one in their vicinity. 

It is however impossible to be represented everywhere by agents, and if parties, 
not fully understanding the merits of our Blinds, desire to see the same before order- 
ing their whole bill, we would suggest, that we furnish one set of Blinds at list price, 
which may be fitted to some convenient window. 

We will also send one section of blind, as illustrated on pages 30 and 31, at a 
proportionate price, which shows the quality of workmanship and finish, the system of 
operating slats, and the trimmings. 

Correspondence solicited from parties desiring to act as agents for us in their 
localities. 

Only such are wanted as can act independently, and are not directly interested in 
any of the kindred trades. 
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Miscellaneous Remarks. 



All Blinds are securely packed in boxes and delivered free on board cars at Mil- 
waukee, Wis., unless otherwise agreed upon. 

Terms : Bills are payable the ioth of the month following shipment. 

Blinds made according to measurements of parties ordering, if ordered wrong, 
cannot be exchanged. 

Persons unknown to us, when ordering, will please send references. 

When plans of house are sent to us, we will quote net price and make contract 
for all the Blinds in the building, according to plans. Enquiries for estimates should 
be accompanied by full particulars, regarding class of Blinds wanted, style of Finish 
and Wood, Trimmings, etc. 

^Vhen writing for estimates, the size and number of lights in a window, is suffi- 
cient information for us as to size of Blind to be figured on. 

If one of your friends contemplates building, if you will inform us, we will mail 
him a copy of this Catalogue free of charge ; any favors in this direction will be duly 
appreciated. 

Our Blinds are on exhibition at the " Permanent Exhibit and Exchange of Build- 
ing Materials and Improvements," N. E. corner of Wabash Avenue and Washington 
Street, Chicago. 

Other places are being negotiated for. 
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Wilier' s Patent Inside Folding Blinds 



Henry E. Willer's Patents, Feb. 10, 1885. 



To such as desire a Folding Blind and will not have any other, we offer our 



Patent Folding Blind. 

This Blind is designed for the better class of houses, and is made of the best ma- 
terials and workmanship. 

The slats are operated by our improved method (see page 32 of this book), dis- 
pensing with the rod in front of same. % 

It is much neater in appearance, and of easier movement than the staple-and- 
rod-folding-blind, now generally used. The slats can be opened, and will remain in 
that position, or in any position they are placed in. 

The slats are varnished and polished before being inserted in the frame, thus ren- 
dering the sticking and clogging of slats by careless varnishing impossible. 

The Blinds are made 1/% inch thick, and the entire Blind is finished and polished, 
ready to hang. No hardware furnished with these blinds, as they can be purchased 
at any hardware store. 

For arrangement of panels and slats and styles of panels, etc., see styles shown 
for our Sliding Blinds. In ordering, give exact outside sizes and other necessary par- 
ticulars. Prices and samples furnished upon application. 
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WILLER'S PATENT INSIDE FOLDING BLINDS 

WITHOUT A ROD IN FRONT OF THE SLATS. 
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WILLER'S PATENT SLIDING BLINDS. 



Comparative Cost 

Of Willer's Patent Sliding Blinds, with ordinary Folding Blinds now generally in use. 

EXAMPLE : 



For Window 24 x 36, 2-Lt. outside size 2' 4" x 6' 6". 



PINE FOLDING BLINDS, 

Cost at Factory, unfinished, 6*4 

feet, ® 65c, . . .$422 
Finishing (Rubbed Finish) . 2 50 
Hardware, Plain . . 1 50 

Fitting of Blinds and Hardware, 1 50 
Builders' margin on factory price 50 

$10 22 



HARDWOOD FOLDING BLINDS, 
Oak, Ash, Butternut, etc. 

Cost at Factory, 6*4 feet, 

$1.50, • • • • $9 75 
Finish (Rubbed) . 2 50 

Hardware, Bronze or Nickel 

Plate Trimmings, . . 3 00 
Fitting of Blinds and Hardware, 2 50 
Builders' margin on cost price of 

Blinds, 1 00 

$18 75 



Cost of Pockets, to receive Blinds, 
will run from $3.00 to $8.00 per set. 



WILLER'S PAT. SLIDING BLINDS. 
Pine. 

Complete, with Hardware and 
Rubbed Finish, 15 1-6 square 
feet, ® 55c, . . . $8 35 

Placing in Window, ^ . . 50 

$8 85 

WILLER'S PAT. SLIDING BLINDS. 
Oak, Ash, Butternut, etc. 

Complete, Rubbed Finish and 
Nickel Plate Trimmings, 15 1-6 
square feet, <a) 85c . . 12 90 

Placing in Window, . . 75 

— 

Cost of box at top of Window Frame, 
with Finish, for Blinds of Class A, will 
not exceed from $1.00 to $2.50 per 
window. 
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